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Aﬁ Achtung!
Mit diesem Symbol gekennzeichnete Textstellen enthalten wichtige Hinweise, die fir einen problemlosen und sicheren Betrieb des Gerétes unbedingt
beachtet werden mussen.

@ Dieses Symbol markiert Textpassagen, die lhnen zusétzliche Hinweise und Hintergrundinformation geben und das Verstandnis erleichtern sollen.



Alle Betriebssysteme

Bitte beachten Sie, dass je nachdem wie lhr System konfiguriert ist,
die Abbildungen in dieser Installationsanleitung unter Umstanden von
der Darstellung auf lhrem Computer abweichen kénnen.

Systemanforderungen
¢ Intel Core 2 mit mindestens 2,2 GHz oder vergleichbarer AMD
Prozessor.
¢ 1 GBRAM
e USB Schnittstelle

e Microsoft Windows 8, Windows 7 oder Windows XP mit den
jeweils aktuellsten Servicepacks

oder
e MAC OS X 10.6.4 und hoher bis OS X 10.9

®

MAC Betriebssysteme hoher als OS X 10.9 unterstiitzen nicht
mehr den im DAC 8 verwendeten USB Audio Chip.

empfohlen, da ein stdrungsfreier Betrieb nicht gewahrleistet

@ Der Betrieb des DAC 8 mit Windows Vista wird nicht
ist.

Computers kann eine einwandfreie Funktion mit dem

@ Abhangig von der Hard- und Softwarekonfiguration Ihres
DAC 8 nicht allgemein gewahrleistet werden.

USB Audio Klasse 1 & 2

Die USB Audio Klasse 1 ist die erste von Windows eingefiihrte USB
Audio Klasse. Diese Klasse erlaubt die Ubertragung von Audiodaten
mit einer maximalen Abtastfrequenz (Samplingrate) von 96kHz (24
Bit). Bei Anschluss eines Windows Driver Model kompatiblem USB
Gerates (z.B. dem DAC 8) ist keine Installation von Treibern
erforderlich, da diese ein Teil von Windows sind.

Der DAC 8 kann deshalb in der USB Audio Klasse 1 Konfiguration an
einen Computer angeschlossen, in der Systemsteuerung als
Standardausgabegerat ausgewahlt, und ohne weitere Installation
benutzt werden.

Der DAC 8 im USB Audio Klasse 1 Modus funktioniert im Normalfall
auch an alteren Computern die nur Uber eine USB 1.1 Schnittstelle
verfugen.

Sollen ohnehin nur Audiodaten mit einer maximalen Abtastfrequenz
von 96 kHz wiedergegeben werden ist die USB Audio Klasse 1
generell zu empfehlen.

@ Bei Betrieb des DAC 8 mit USB Audio Klasse 1 missen nur

die im Kapitel 'Installation und Einstellung' beschriebenen

Einstellungen fir das von |hnen benutzte Betriebssystem
gemacht werden. Treibersoftware wird nicht benétigt.

Die USB Audio Klasse 2 ist wesentlich neuer und erlaubt durch eine
wesentlich hohere Datenrate die Ubertragung von Audiodaten mit
einer maximalen Abtastfrequenz von 192 kHz (24 Bit). Durch die
enorm hohe Datenrate ist diese Ubertragung jedoch auch
storanfélliger (begrenzte Kabelldnge, hohe Leistungsanforderung an
den PC).

AulRerdem erfordert der Anschluss des DAC 8 im USB Audio Klasse 2
Modus eine USB 2.0 Schnittstelle und die Installation von
Treibersoftware, ganz gleich welches Betriebssystem benutzt wird.
@ Die USB Audio Klasse wird am DAC 8 eingestellt.

(siehe Seite 11 der Bedienungsanleitung)




Hinweise zur USB Audiowiedergabe

Das Diagramm zeigt die Schritte von der Audiodatei bis zum DAC 8

USB Datenlbertragungsverfahren

Je nach Gerateklasse (z.B. Tastatur, Drucker, etc.) sieht die USB —
Norm verschiedene Ubertragungsverfahren vor.

Die Ubertragung von Audiodaten erfolgt mit dem isochronen Transfer.
Diese Ubertragungsart ist fur Gerate vorgesehen die eine garantierte
Datenrate bendtigen.

Fur die Audio-Datentbertragung per USB kommen grundsatzlich zwei
Ubertragungsarten in Frage: Die adaptive und die asynchrone
Ubertragung.

Adaptive Ubertragung

Die adaptive Datenlbertragung wird vom DAC 8 im USB 1 Modus
benutzt (USB Audio Klasse 1).

Bei der adaptiven Datenubertragung passt sich der DAC 8 mit
seinem Takt, dem Takt des Ausgangsstromes des Computers an.
Da bei diesem Verfahren der Wandlungstakt vom Computer
vorgegeben wird, kann je nach Qualitat der PC-Hardware u.U. ein
etwas hoherer Taktjitter auftreten. Um diesen Jitter zu beseitigen,
hat der DAC 8 eine aufwandige, 3-stufige
Resynchronisationsschaltung. Die erste Stufe der Taktreinigung
erfolgt im USB Baustein, wodurch eine erste Verbesserung erreicht
wird. Im zweiten Schritt werden etwaige Taktschwankungen durch
eine PLL-Schaltung (Phase Locked Loop), die den Masterclock
erzeugt, weiter verringert. Als letzte Stufe wird dieses jetzt schon
sehr gute Signal nur noch zur Steuerung des lokalen Quarz-
Oszillators benutzt, dieser erzeugt einen eigenen vollkommen
unabhéngigen Takt (Masterclock). Dieser neu gewonnene Takt ist
jetzt frei von Jitter.

Asynchrone Ubertragung

Die asynchrone Dateniibertragung wird vom DAC 8 im USB 2
Modus benutzt (USB Audio Klasse 2).

Bei der asynchronen Datenibertragung fordert das USB Geréat die
Daten vom Computer an und kann dadurch den Takt vorgeben.
Durch diese Vertauschung der Rollen ist der Haupttakt des USB
Gerétes (in diesem Fall der des DAC 8) nun der maf3gebende Takt.
Dadurch sind jegliche durch den Computer verursachte
Taktschwankungen ohne Bedeutung. Die Umsetzung dieser
Technik ist allerdings wesentlich schwieriger, da das Gerét zum
Steuern der Datenrate eine USB Rickkopplung bendétigt.



Native Musikwiedergabe
(gilt nur bei Windows Systemen)

Computer Betriebssysteme unterstiitzen standardméaRig keine 'native’
Musikwiedergabe. Das bedeutet, dass der PC unabhangig von der
Samplerate der wiedergegebenen Datei immer in eine feste
Samplerate umrechnet. Dieses Umrechnen ist erforderlich um die
Audiowiedergabe mit anderen Audioquellen, z.B. Systemklangen des
Betriebssystems zu mischen (Stichwort 'Kernel Mixer').

Eine HD Audioaufnahme mit z.B. 96 kHz wird vom Kernel immer auf
48 kHz herunter gerechnet und anschlieBend auf die in den PC
Systemeinstellungen eingestellte Ausgangsdatenrate z.B. 44,1 kHz
skaliert.

Bei diesen Resamplingprozessen geht ein Teil der Audioqualitat
verloren. Wenn Sie dies vermeiden mochten, muss das Umrechnen
des Kernelmixers umgangen werden.

Da das PC-interne Handling der Audiodaten vom DAC 8 nicht
beeinflusst werden kann, missen auf dem PC geeignete Musikplayer
mit entsprechenden Treibern und evtl. Plugins installiert werden, die
die Standard Audioverarbeitung des PC-Betriebssystems umgehen.
Gute Moglichkeiten hierflr bieten z.B. J. River Media Center oder
Foobar 2000.

Zu den Hintergrinden der Audio-Datenverarbeitung im PC stehen im
Internet viele Informationsquellen und Foren zur Verfligung.

Grundsatzlich gilt: Der DAC 8 kann die Audiodaten letztendlich nur
mit der Qualitat umsetzen, wie sie vom PC und dessen
Betriebssystem ausgegeben werden.

Kernel Streaming

Als Kernelstreaming bezeichnet man das von Windows
Betriebssystemen verwendete Verfahren zur Audiolbertragung
zwischen Medienplayern und Treiber. Je nach Betriebssystem gibt es
unterschiedliche, teilweise mehrere Verfahren des Kernelstreamings.

e FiUr Windows XP empfiehlt sich das Verfahren 'Kernel
Streaming'.

e Unter Windows 7 und Windows 8 sollte WASAPI gewahlt
werden.

@ Die Einstellung des Kernelstreaming wird im Medienplayer
vorgenommen, sofern dieser verschiedene Methoden
unterstutzt.

@ Wird die J.River Media Center Software unter Windows 7
benutzt, sollte als Streamingmethode unbedingt
WASAPI Event Style eingestellt werden.

Um Systemfehler zu vermeiden, sollte wahrend der
Wiedergabe niemals die USB-Verbindung getrennt, oder

der DAC 8 ausgeschaltet werden. AuRerdem sollten
keine Systemeinstellungen geandert werden.




Wichtiger Hinweis zu alteren Windows Treibern

Auf Systemen, bei dem bereits ein alterer T+A Audio Treiber installiert
ist, muss der vorhandene Treiber vor Installation der neuen Version
zunachst deinstalliert werden. Bitte gehen Sie dazu wie folgt vor:

1) Trennen Sie die USB Verbindung zwischen DAC 8 und lhrem
PC

2) Deinstallieren Sie den alten T+«A USB Treiber (siehe. rechts.)

3) Installieren Sie den neuen Treiber gemanR dieser Anleitung
ab Seite 8.

Deinstallation unter Windows XP:
Start — Systemsteuerung -> Software — T+A USB Audio Device
Software Package —Treiber/ Programm deinstallieren

Deinstallation unter Windows 7:

Start — Systemsteuerung — Programme & Funktionen — T+A
USB Audio Device Software Package —Treiber/ Programm
deinstallieren

Deinstallation unter Windows 8:

Dricken Sie bitte die Tastenkombination [Win-Logo]+[X], danach
erscheint links am Windows-8 Desktop ein Auswahlmeni, klicken
Sie hier auf Programme und Features. Navigieren Sie zu — "T+A
USB Audio Device Software Package". Mit der rechten Maustaste
kénnen Sie den Treiber deinstallieren.



Windows 7 und Windows 8 Installation

T+A USE Audio Device Software Setup Tool v1.1.25.0a

Bevor der DAC 8 an einen Computer im USB 2 Modus (High Speed
Modus bis zu 192 kHz/24 Bit) angeschlossen wird, missen als erstes
die Geratetreiber installiert werden!

Setup Software ‘

Exit |

Gehen Sie dazu wie folgt vor:

Laden Sie das Softwarepaket von der T+A Homepage

unter http://www.ta-hifi.com/dac8-software

Entpacken Sie das ZIP-Archiv. 1) T+A USB Audio Device Software Packeoc IR ="

) ) ) Welcome to the T+A USB Audio Device Software
¢ Rufen Sie das Setup durch doppeltes Anklicken der Datei Package Setup Wizard

'T+A_USB_Audio.exe' auf.

The installer wall guide you through the steps required to install T+4 USE Audio Device Software
Package 32 [Ver. 1.1.25.0a) on your computer.

e Bestétigen Sie die Installation durch Anklicken der Schaltflache
'Setup Software'.

e Das Setupprogramm fihrt in wenigen Schritten durch die

|nSta||ati0n WARNIMG: This computer program iz protected by copyright law and intemnational treaties.
. Unauthorized duplication or distibution of this pragram, or any portion of it, may result in severe civil
or criminal penalties, and will be prozecuted to the mazimum extent possible under the law.

o Bestatigen Sie die Dialogfenster (1) bis (4) durch Anklicken der
‘Next'-Schaltflache.

¢ Nachdem die Installation vollstandig abgeschlossen ist, beenden
Sie diese durch Anklicken der Schaltflache 'Close’ (5).

Im nachsten Kapitel werden die erforderlichen Systemeinstellungen
beschrieben.
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http://www.ta-hifi.com/dac8-software

Select Installation Folder { Confirm Installation

The installer will install T+& SB &udio Device Software Package to the following folder. The installer is ready to install T+4 USE Audio Device Software Package on your computer.

Ta inztall in this folder, click "Mext". To install to a different folder, enter it below or click "Browse". Click "Mext" to start the installation.

Folder:

C:vProgram FileshT +& elekiroakustikhT+4 USE Audio Device Softwar Browse... |
Dizk Cost... |

Install T+A USE Audio Device Software Package for yourself, or for anyone who uses this
computer:

" Everyone

@& Just me

Cancel B i Cancel

Installing T+A USB Audio Device Software { Installation Complete
Package

T+4 USE Audio Device Software Package is being installed. T+4 USE Audio Device Software Package has been successfully installed.

Click "Close" to exit.

Flease wait...

Cancel




Windows 7 und Windows 8 Einstellungen

Nachdem die Installation vollstandig abgeschlossen ist, kbnnen Sie den
DAC 8 mit einem beliebigen USB Anschluss an Ihrem Computer
verbinden.

Der DAC 8 sollte nur direkt an den Computer angeschlossen
werden. Bitte benutzen Sie keine USB Verteiler (Hubs).

Schalten Sie den DAC 8 ein und stellen Sie ggf. die USB-Betriebsart
auf 'USB2' um (siehe Bedienungsanleitung S. 11).

Der DAC 8 sollte nun von Windows automatisch erkannt werden.

Systemeinstellungen:

e zZum Offnen der Systemsteuerung unter Windows 7 klicken Sie auf
'Start' und anschlieRend auf 'Systemsteuerung'.

e Zum Offnen der Systemsteuerung unter Windows 8 driicken Sie die
Windows-Taste zusammen mit der x-Taste auf der Tastatur. Es
erscheint ein Einstellfenster. Klicken Sie hier auf
'‘Systemsteuerung’'.

@ Offnen Sie die Systemsteuerung und wéhlen Sie den Eintrag
‘Hardware und Sound'.

(2) wahlen Sie anschlieBend den Eintrag 'Sound' aus.

10

f“-_\ ’__}} | » Systemsteuerung »

Datei  Bearbeiten Ansicht Extras 7

Einstellungen des Computers anpassen

System und Sicherheit
Status des Computers iiberprifen

Sicherung des Computers erstellen
Probleme erkennen und beheben

Netzwerk und Internet

Metzwerkstatus und -aufgaben

anzeigen

Heimnetzgruppen- und .
Freigabeoptionen auswihlen

Hardware und Sound
Gerdte und Drucker anzeigen
1=

Gerdt hinzufugen

Programme

a—
Programm deinstallieren @

,‘--\‘ . | » Systemsteuerung » Hardware und Sound »
)

./

Datei Bearbeiten Ansicht Extras 7

Startseite der Systemsteuerung

=iy
Systern und Sicherheit

; Gerste und Drucker

Anzeige: Kategorie ¥

Benutzerkonten und

Jugendschutz

@ Benutzerkonten
hinzufugen/entfernen

@ Jugendschutz fur beliebige
Benutzer einrichten

Darstellung und Anpassung
Design dndern

Desktophintergrund dndemn
Bildschirmauflésung anpassen

Zeit, Sprache und Region
Tastaturen und Eingabemetheden
andern

Erleichterte Bedienung
Einstellungen empfehlen lassen
Visuelle Darstellung des Bildschirms
optimieren

o)
T4y | Sriemicscurg duchuchn 5|

I Gerat hinzufiigen Drucker hinzufigen | Maus @Gerﬁte—l\danager

Netzwerk und Internet @ Automatische Wiedergabe

Hardware und Sound

Standardeinstellungen fir Medien und Gerdte dndern

CDs und andere Medien automatisch wiedergeben

Programme

Benutzerkonten und @ Sound
= Systemlautstarke anpassen

Jugendschutz ‘
Darstellung und Anpassung ST R TR
Zeit, Sprache und Region Energieoptionen

Erleichterte Bedienung

Systemsounds dndern @

Energiespareinstellungen dndern | MNetzschalterverhalten andern

Kennwort bei Reaktivierung des Computers anferdemn

Energiesparmodus dndern

Anzeige
Text und weitere Elemente vergrofiern oder verkleinern

Bildschirmaufldsung anpassen | An einen externen Bildschirm anschliefen
Monitorflackern beheben (Aktualisierungsrate)

Energiesparplan auswihlen

Realtek HD Audio-Manager




@ Markieren Sie das 'T+A USB Audio Device' (SPDIF OUT) und Wiedergabe | Aufnahme | Sounds | Kommunikation

k|ICken Sle anSChheBend auf 'A|S Standardu @ Die folgenden Audiowiedergabegerdte sind installiert:
‘ SPDIF OUT
q 2-T+A USB Audio Device @
Standardgerat
() Klicken Sie auf ‘Eigenschaften’. Lautsprecher

Realtek High Definition Audio
Bereit

Realtek Digital Qutput
Realtek High Definition Audio

(8) wahlen Sie die Karteikarte 'Erweitert' durch Anklicken aus. o

Realtek Digital Qutput{Optical)
Realtek High Definition Audio
Bereit

@ hier kdbnnen Sie die maximale Samplingfrequenz einstellen. Diese m
sollte im USB 1 Modus 96000 Hz / 24 Bit und im USB 2 Modus é,
192000 HZ / 24 B|t Se|n Konfigurieren | @|Als Standard |V| [Eigenschaﬂen]

l OK I [ Abbrechen ] |Ubernehmen|

[ Allgemein | Unterstiitzte Formate | pegel | Erweitert

Standardformat

‘Wihlen Sie die Abtastrate und die Bittiefe aus, dieim
gemeinsamen Modus verwendet werden soll,

(2 Kanal, 24 Bit, 192000 1z (Studiogualitat)  +| [ P Testen |

Exklusiver Modus @

Anwendungen haben alleinige Kontrolle Ober das Gerdt

Anwendungen im exklusiven Modus haben Prioritdt

Standards wiederherstellen ]

l OK I [ Abbrechen ] |Ubernehmen




Windows XP Installation

T+A USB Audio Device Software Setup Tool v1.1....

Bevor der DAC 8 an einen Computer im USB 2 Modus (High Speed
Modus bis zu 192 kHz/24 Bit) angeschlossen wird, missen als erstes

die Geratetreiber installiert werden! Setup Software

Exit

Gehen Sie dazu wie folgt vor:

e Laden Sie das Softwarepaket von der T+A Homepage

unter http://www.ta-hifi.com/dac8-software

¢ Entpacken Sie das ZIP-Archiv. -
ilw T+A USB Audio Device Software Package

o Rufen Sie das Setup durch doppeltes Anklicken der Datei

T+A_USB_Audio.exe’ auf. Welcome to the T+A USB Audio Device Software

Package Setup Wizard

° Bestétigen Sie die Installation durch Anklicken der Schaltflache The installer will guide you through the steps required ta install T+4 USE Audio Device Software
, \ Package P [Wer. 1.1.25.0a] on your computer.
Setup Software'.

e Das Setupprogramm fiihrt in wenigen Schritten durch die

Installation.
° Bestétigen Sie die Dialogfenster @ bis @ durch Anklicken der WARMIMG: This computer pragram is protected by copyright law and intermational treaties.
. . .. Unauthonzed duplication or distibution of this program, or any portion of it, may result in severe civil
Next'-Schaltflache. or criminal penalties, and will be progecuted to the magimum extent poszible under the [aw.
¢ Nachdem die Installation vollstandig abgeschlossen ist, beenden
Sie diese durch Anklicken der Schaltflache ‘Close’ (5). Cancel

Im nachsten Kapitel werden die erforderlichen Systemeinstellungen
beschrieben.
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http://www.ta-hifi.com/dac8-software

i T+A USB Audio Device Software Package =3 i T+A USB Audio Device Software Package

Select Installation Folder Confirm Installation

The installer will install T+4 USE Audio Device Software Package to the following folder. The installer is ready to install T+4 USE Audio Device Software Package on your computer.
To install in this folder, click "Mext". Toinstall to a different folder, enter it below or click "Browse" Click "Mext"" to start the installation.
Folder:

C:AProgrammehT +4 elektroakustikh T+ USE Audio Device Software Browse...
Dk, Cost...

Cancel < Back Cancel < Back

& T+A USB Audio Device Softw : { i& T+A USB Audio Device Software Package

Installing T+A USB Audio Device Software Installation Complete

Package

T+ USE audio Device Software Package iz being installed. T+&4 USE Audio Device Software Package has been successfully installed.

Click ""Cloze" to exit.

Fleaze wait...

13



Windows XP Einstellungen
Nachdem die Installation vollstéandig abgeschlossen ist, konnen Sie

den DAC 8 mit einem beliebigen USB Anschluss an lhrem Computer
verbinden.

Der DAC 8 sollte nur direkt an den Computer angeschlossen
werden. Bitte benutzen Sie keine USB Verteiler (Hubs).

Schalten Sie den DAC 8 ein und stellen Sie ggf. die USB-Betriebsart
auf 'USB2' um (siehe Bedienungsanleitung S. 11).

Der DAC 8 sollte nun von Windows automatisch erkannt werden.

Systemeinstellungen:

@ Offnen Sie die Systemsteuerung und wahlen Sie den Eintrag
'Sounds, Sprachein-/ ausgabe und Audiogerate' aus.

(2) wahlen Sie anschlieRend den Eintrag 'Sounds und
Audiogerate' aus.

14

¥ Systemsteuerung
Datei Bearbeiten Ansicht Favoriten Extras 2

Qzuick - € - ¥ | Psuhen [ ordner | [F @ X 9 | [EH

Adresse D’ Systemsteuerung

u’ Systemsteuerung 2

9 Zur Klassischen Ansicht wechseln

Siehe auch

Wahlen Sie eine Kategorie

r'@ Darstellung und Designs
<«

A

” Drucker und andere Hardware

‘ Windows Update

@) Hilfe und Support
Weitere
Systemsteuerungsoptionen

P
" Netzwerk- und

Internetverbindungen Benutzerkonten

&

% Software

\ ¢« 4 Sounds, Sprachein-/a
)Y Aud'eréte‘h

Datums-, Zeit-, Sprach- und
Regionaleinstellungen

Eingabehilfen

T‘ Leistung und Wartung |  Sicherheitscenter

B- Sounds, Sprachein-/ausgabe und Audiogerite

Datei Bearbeiten Ansicht Favoriten Extras 2

Qazuwick - ) - (| O suchen [ Ordner | [T+

Adresse G’ Sounds, Sprachein-fausgabe und Audiogerate i Wechseln zu

Siehe auch Y it ) Sounds, Sprachein-{ausgabe und Audiogerite

@, Soundoptionen fiir Eingabehilfen

El Erweiterte Lautstirkeeinstelungen

Wahlen Sie eine Aufgabe...

Problembehandlung E| Systemlautstirke anpassen

m Sound

ﬁ] oo E| Lautsprechereinstellungen dndern

[3] Soundschema éndern

oder ein Systemsteuerungssymbol

o Realtek HD-Audickonfiguration h_}ﬂ Sounds und Audiogerite

)

.
:;'.w Tragbare Mediengerite

;-:$ Sprachein- fausgabe
24



(3 stellen Sie hier das 'T+A USB Audio Device' als Standardgerat
ein.

Eigenschaften von Sounds und Audiogerdte |E||E|
| Lautstarke || Sounds | Audio | Stimme || Hardware |
Soundwiedergabe
@ Standardgerat: @
" 56 fudio Devics Ié
| Lleustake.. || Ewetet. |
Soundaufnahme
/@ Standardgerat:
| Reattek HD Audio input v|

MIDI-Musikewiedergabe
Standardgerat:
2 | Microsoft GS Wavetable SW Synth v |

| laustike. |[ o |

Mur Standardgerdte verwenden

il
i)

[ ok | [ Abbrechen | (her

15



MAC OS Installation ab106.4
Bevor der DAC 8 an einen MAC Computer im USB 2 Modus (High

Speed Modus bis zu 192 kHz/24 Bit) angeschlossen wird, missen als
erstes die Geratetreiber installiert werden!

Gehen Sie dazu wie folgt vor:

e Laden Sie das Softwarepaket von der T+A Homepage

unter http://www.ta-hifi.com/dac8-software

¢ Entpacken Sie das ZIP-Archiv.

e Offnen Sie den im Treiberpaket enthaltenen Ordner '"MAC'.

¢ Rufen Sie das Setup durch doppeltes Anklicken der Datei
"TplusAUSBASY-273.4.1.pkg" auf.

o (1) Bestatigen Sie das erste Dialogfenster mit 'Continue'.

e (2 starten Sie die Installation mit 'Install’,

16

8 00 w# Install T plus A USB Audio KEXT Install Package 273.4.1

@ Introduction

@ Destination Sele

® Installationdiyp

@ Installation o
~ o

@ Summaify 4

Welcome to the T plus A USB Audio KEXT Install Package 273.

You will be guided through the steps necessary to
install this software.

e
e ]. )
P 1
Go Back |@|
| 8 00 w Install T plus A USB Audio KEXT Install Package 273.4.1

Standard Install on “Macintosh HD”

© Introduction
© Destination Sel

© Installatio F

This will take 807 KB of space on your computer.

Click Install to perform a standard installation of
this software for all users of this computer. All
users of this computer will be able to use this
software.

® Installatign 3
¥
y vl
® Summaty >
B
‘‘‘‘‘ i K \‘ )
"

| GoBack | | Install |



http://www.ta-hifi.com/dac8-software

(3) Um die Installation vollstandig abzuschlieRen muss der

Nachdem der Computer neugestartet hat, ist die Installation der
Treibersoftware abgeschlossen.

Im nachsten Kapitel werden die erforderlichen Systemeinstellungen
beschrieben.

8006 w Install T plus A USB Audio KEXT Install Package 273.4.1

Computer neugestartet werden, bestatigen Sie dies mit 'Restart’.

The i

llation was completed successfully.

© Introduction
© Destination Sel

iy

/ ..h.\“-'\""\
|||\\ull\"“\“l a 5

b 1

The installation was successful.

The software was installed.

Click Restart to finish installing the software.

Co Back . Restart |
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MAC OS Einstellungen

Nachdem die Installation vollstandig abgeschlossen
ist, kdnnen Sie den DAC 8 mit einem beliebigen USB
Anschluss an Ihrem Computer verbinden.

Der DAC 8 sollte nur direkt an den  Computer

angeschlossen werden. Bitte benutzen Sie
keine USB Verteiler (Hubs).

Schalten Sie den DAC 8 ein und stellen Sie ggf. die
USB-Betriebsart auf 'USB2' um (siehe
Bedienungsanleitung S. 11).

Der DAC 8 sollte nun automatisch erkannt werden.

Systemeinstellungen:

@ Offnen Sie das Dienstprogramm
'‘Audio Midi Setup’

18

157 fue

#% Programme

B‘J Dokumente
FREIGABEN

[ DiskStation

= JF Mac mini

L1 macs MacB...

L Alle ..

GERATE
l,;, Windows 7
| NONAME =

@ ™

Audio-MIDI-Setup.app

(¥

Carbon Copy Cloner.app

&

DigitalColor Meter.app

>

Grapher.app

9

Dienstprogramm.app

0
Bluetooth-
Datenaustausch.app

¥

ColorSync-
Dienstprogramm.app

%/

Festplatten-
Dienstprogramm.app

=

Java-Einstellungen.app

’.

e 00 Dienstprogramme
(<1>] B=on==] (o]®] @
FAVORITEN = ]
=l Alle meine... g _— « /
B pchreiitsch Aktivitatsanzeige.app Air:;t— AppleScript-Editor.app

e

Boot Camp-Assistent.app

Konsole.app

Pf'f

Bildschirmfoto.app

0
4

Schlusselbundverwaltung.

app

k)

LCC Connection LCC Uninstaller.app Loiitech Control Center




(2 Markieren Sie als Audiogerét
'USB HS Audio-A2'.

(3 Wahlen Sie unter Einstellungen
'Dieses Gerat fur die Tonausgabe verwenden

@ Hier kdnnen Sie die maximale Samplingfrequenz

einstellen. Diese sollte im USB 1 Modus
96000 Hz / 24 Bit und im USB 2 Modus
192000 Hz / 24 Bit sein.

20

Eingang (integriert)
2In/ 0 Out 1 )

Ausgang (integriert)
0ln/ 2 Out o)

USE HS Audio-AZ2
0 Inyf 2 Out

Audiogerdte

USE HS Audio-A2
Quelle fur Clock: Standard ®

Ausgang

Quelle: Standard

@Format: [192000,0 H| ~ | | 2 Kan. - 24-Bit Integer B
Kan. Lautstirke Wert dB Stumm
Master () T T |

LFr.. ()

ZFr.. ()

Lautsprecher konfigurieren ...

Gerat konfigurieren ...

Lautsprecher konfigurieren ...

& Dieses Gerit fir die Toneingabe verwenden
@ Dieses Gerat fur die Tonausgabe verwenden

Eg' Warnton & Toneffekte Giber dieses Gerat abspielen
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All operating systems

Please note that the illustrations in these installation instructions may
vary from the displays on your own computer, depending on your
system’s configuration.

System requirements

e Intel Core 2, min. 2.2 GHz, or comparable AMD processor.
e 1GBRAM
e USB port

e Microsoft Windows 8, Windows 7 or Windows XP, in each
case with the latest service packs

or
¢ MAC OS X 10.6.4 or higher until OS X 10.9

®

MAC operating systems higher than OS X 10.9 no longer
support the USB audio chip used in the DAC 8.

We do not recommend using the DAC 8 with Windows Vista,
as we cannot guarantee that no problems will occur.

®

@ We are unable to provide a general guarantee that the

DAC 8 will function perfectly with your computer, as this

depends on the particular configuration of your
machine’s hardware and software.

22

USB Audio Class 1 & 2

USB Audio Class 1 is the first USB audio class introduced by
Windows. This class permits the transfer of audio data with a
maximum sampling rate of 96 kHz (24 Bit). When a USB device which
is compatible with a Windows Driver Model - such as the DAC 8 - is
connected, no drivers need to be installed, as they are an integral part
of Windows.

This means that it is possible to connect the DAC 8 to a computer
using the USB Audio Class 1 configuration, select it as the default
output device in Control Panel, and use it without further installation.
In most cases the DAC 8 works correctly in USB Audio Class 1 mode
even with relatively old computers which only feature USB 1.1 ports.

If you only intend to play audio data with a maximum sampling rate of
96 kHz in any case, then we basically recommend USB Audio Class
1.

@ If you intend to use the DAC 8 with USB Audio Class 1, all

you need to do is enter the settings for the operating system

you are using, as described in the section entitled
‘Installation and Set-up’. No driver software is required.

USB Audio Class 2 is a much more recent development with a
considerably higher data rate, which allows audio data transfer at a
maximum sampling rate of 192 kHz (24 Bit). However, the extremely
high data rate does make this transfer method more susceptible to
interference, i.e. cable lengths must be limited, and the system places
severe demands on the PC.

Connecting the DAC 8 in USB Audio Class 2 mode also requires a
USB 2.0 port and the installation of driver software - regardless of the
operating system you are using.

@ The USB Audio Class is set on the DAC 8.

(see page 33 of the operating instructions)




Notes on USB audio reproduction

The diagram shows the steps from the audio file to the DAC 8

USB data transfer process

The USB norm provides for various transfer processes, depending on
the class of device in use - e.g. keyboard, printer, etc.

Audio data are transferred using the isochronous process. This
method of transfer is intended for devices which require a guaranteed
data rate.

There are basically two methods of data transfer which can be used
for audio data transfer via USB: adaptive and asynchronous transfer.

Adaptive transfer

In USB 1 mode (USB Audio Class 1) the DAC 8 uses adaptive data
transfer.

When adaptive data transfer is used, the DAC 8 adjusts its own clock
to the clock of the computer's output stream. In this process the
conversion clock is defined by the computer, with the result that clock
jitter may be relatively high - depending on the quality of the PC
hardware. To eliminate this jitter, the DAC 8 features a sophisticated
three-stage re-synchronisation circuit. The first stage of jitter cleaning
takes place in the USB module, where an initial improvement is
obtained. In the second stage a further reduction in clock fluctuations
is achieved by a PLL (phase-locked loop) circuit, which generates the
master-clock. The signal is already very good when it reaches the
final stage, where its clock is stabilised by a local oscillator to the
point where no trace of jitter is present.

Asynchronous transfer

In USB2 mode (USB Audio Class 2) the DAC8 employs
asynchronous data transfer.

In the asynchronous data transfer process the USB device demands
the data from the computer, which means that it can define the clock
itself. This constitutes ‘role reversal’, i.e. the defining clock is now the
main clock of the USB device - in this case the DAC 8. The result is
that any clock fluctuations generated by the computer have no effect
at all. However, it is much more difficult to implement this technology,
since the device requires feedback in order to control the data rate.
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Native music playback
(applicable to Windows systems only)

Computer operating systems do not support ‘native’ music playback
as standard. This means that the PC always re-calculates the data to
produce a fixed sampling rate, regardless of the sampling rate of the
file being played. This conversion process is necessary in order to
blend audio playback with other audio sources, e.g. the operating
system’s system sounds (referred to as the ‘kernel mixer’).

An HD audio recording at, say, 96 kHz is always converted down to
48 kHz, and subsequently scaled to the output data rate set in the PC
system settings, e.g. 44.1 kHz.

These resampling processes cause a partial loss of audio quality. If
this is to be avoided, it is necessary to circumvent the kernel mixer’s
conversion process.

Since it is not possible for the DAC 8 to influence the PC’s internal
handling of audio data, suitable music players with appropriate drivers
and, in some cases plugins, must be installed on the PC; this software
then circumvents the standard audio processing of the PC’s operating
system.

Programs such as J. River Media Center and Foobar 2000 offer good
facilities in this area.

The Internet contains many forums and sources of information on the
background to audio data processing using the PC.

This is the basic rule: in the final analysis the DAC 8 is only able to

convert the audio data which is delivered by the PC and its operating
system.

24

Kernel streaming

The term kernel streaming refers to the process used by the Windows
operating system for transferring audio between media players and
drivers. Kernel streaming involves different and in some cases
multiple processes, depending on the operating system.

e For Windows XP we recommend the 'Kernel Streaming'
process.

e Under Windows 7 and Windows 8 WASAPI should be
selected.

kernel streaming, the setting is entered in Media Player.

If the J.River Media Center software is used together with
Windows 7, the streaming method should be set to
WASAPI Event Style.

@ If your version of Windows supports different methods of

To prevent fail functions and system crashes of your
computer and the playback program, please note the

following:

Never connect or disconnect the USB connection while
the system is running.

The DAC 8 should never be switched off while playback.




Important note about older Windows driver

On PCs where an old T+A USB driver is already installed, please
uninstall the old driver version first before installing the new driver. To
upgrade a system with the old driver installed please proceed as
follows:

1) Disconnect the DAC 8 from your PC

2) Uninstall the old driver (instructions please see right)

3) Install the new driver according to this manual (see from
page 26).

Uninstalling under Windows XP:
Start -> Control Panel — Add or Remove Programs -> T+A USB
Audio Device Software Package — Remove

Uninstalling under Windows 7:
Start -> Control Panel -> Programs — Programs & Features — T+A
USB Audio Device Software Package — Uninstall

Uninstalling under Windows 8:

Press [Win-Logo]+[X], in the menu appearing in the lower left
corner, select ,, Programs & Features® then select "T+«A USB Audio
Device Software Package". With the right mouse button you can
uninstall the driver.
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Windows 7 and Windows 8 Installation

The device drivers must be installed before you connect the DAC 8 to a
computer using USB 2 mode (High-Speed mode: up to 192 kHz / 24
Bit).

This is the procedure:

¢ Download the software package from the T+A website:

http://www.ta-hifi.com/dac8-software

Unpack the ZIP-file.

e Double-click on the file ' T+A_USB_Audio.exe ' to call up the
Setup program.

e Confirm the installation by clicking on the 'Setup Software' button.

e The Setup program carries out the installation, running through a
small number of steps.

e  Confirm dialogue windows (1) to (@) by clicking on the 'Next'
button.

e Once the installation is complete, terminate the process by clicking
on the 'Close' button (5).

The next section describes the system settings required.
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T+A USE Audio Device Software Setup Tool v1.1.25.0a

Setup Software ‘

Exit |

ﬁ T+A USE Audio Device Software Packa

Welcome to the T+A USB Audio Device Software
Package Setup Wizard

The installer will guide you through the steps required to install T+4 USE Audio Device Software
Package »32 [Ver. 1.1.25.0a) on your computer.

WARMIMG: This computer program is protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be progecuted to the maximum extent possible under the law.



http://www.ta-hifi.com/dac8-software

Select Installation Folder

Confirm Installation

The installer will install T+4 USE Audio Device Software Package to the following folder.

Ta inztall in this folder, click "Mext". To install to a different folder, enter it below or click "Browse".

Folder:

C:vProgram FileshT +& elekiroakustikhT+4 USE Audio Device Softwar Browse... |
Dizk Cost... |

Install T+A USE Audio Device Software Package for yourself, or for anyone who uses this
computer:

" Everyone

@& Just me

The installer iz ready to install T+4 USE Audio Device Software Package on your computer.

Click "Mext" to start the installation.

Cancel

Installing T+A USB Audio Device Software
Package

Cancel

Installation Complete

T+4 USE Audio Device Software Package is being installed.

Flease wait...

T+4 USE Audio Device Software Package has been successfully installed.

Click "Close" to exit.

Cancel
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Windows 7 and Windows 8 settings

When installation is complete, you can connect the DAC 8 to your
computer using any available USB port.

The DAC 8 should always be connected directly to the computer.

Please do not use a USB distributor (hub).
Switch the DAC 8 on, and if necessary change the USB mode to
'USB2' (see page 33 of the operating instructions).

Windows should now detect the DAC 8 automatically.

System settings:

e Windows 7 users first click on the 'Start' button and then on
'Control Panel'.

e Windows 8 users can use the keyboard shortcut "WIN button + X
button' to open a pop up window in which the ‘Control panel' can
be started.

@ Open Control Panel, and select the 'Hardware und Sound' entry.

(@) Now select the 'Sound" entry.
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()i |F » ControlPanel »

e

File Edit View Tools Help

Adjust your computer's settings

il  System and Security
I& Review your computer's status
& Back up your computer

Find and fix problems

Network and Internet
EI View network status and tasks
=2,

Chaose homegroup and sharing

options

©

Programs

View devices and printers %

, / Hardware and Sound
' Add a device

m Uninstall a program

View by: Category =

User Accounts and Family
Safety
B Add or remove user accounts

B Set up parental controls for any
user

.~ Appearance and
w Personalization
Change the theme
Change desktop background
Adjust screen resolution
Li

Clock, Language, and Region
Change keyboards or other input
methods

Change display language

@ W\ Easeof Access
U Let Windows suggest settings
Optimize visual display

Control Panel Home

System and Security
Metwork and Internet
Hardware and Sound

Programs

)

4]

[P}

User Accounts and Family @ @
Safety =

Appearance and
Personalization

Clock, Language, and Region

Ease of Access

@

=
=

=)

. J= %3 » Control Panel » Hardwareand Sound » ~ | 43 [ Search Cantrol P p

File Edit View Tools Help

Devices and Printers
Add adevice | Add a printer | Mouse @Deﬂce Manager

AutoPlay
Change default settings for media or devices
Play CDs or other media automatically

Sound
Adjust system velume | Change system sounds | Manage audic devices l,\@

Power Options

Change power-saving settings | Change what the power buttons do
Require a password when the computer wakes

Change when the computer sleeps | Choose a power plan

Display
Make text and other items larger or smaller | Adjust screen resolution
Connect to an external display How to correct monitor flicker (refresh rate)

Realtek HD Audio Manager




@ Mark 'T+A USB Audio Device' (SPDIF OUT) and click on 'Set
default' ().

Playback |R.ecording I Sounds | Communimﬁonsl

Select a playback device below to modify its settings:

() Click on 'Properties". 2 T+A USB Audio Detice N B 1

Default Device

Lautsprecher

Realtek High Definition Audio
f ' . . . Ready

(&) Select the 'Advanced' tab by clicking on it.

Realtek Digital Cutput

Realtek High Definition Audio

Ready

Realtek Digital Cutput(Optical)

@ At this point you can set the maximum sampling rate. This should Realtek High Definition Audio

be 96000 Hz / 24 Bit for USB 1 mode, and 192000 Hz / 24 Bit for USB 2 o
mode.

) =
Configure @ Set Default |v

[ ok [ ceneel || ool

| General I Supported Formats | Leuels| Advanced ! E I

Default Format

Select the sample rate and bit depth to be used when running
in shared mode.

[2 channel, 24 bit, 192000 Hz (Studie Quality) EL [ prest |

Exclusive Mode :

Allow applications to take exclusive control of this device

Give exclusive mode applications priority

Restore Defaults




Windows XP Installation

The device drivers must be installed before you connect the DAC 8 to a
computer using USB 2 mode (High-Speed mode: up to 192 kHz / 24
Bit).

This is the procedure:

¢ Download the software package from the T+A website:

http://www.ta-hifi.com/dac8-software

e Unpack the ZIP-file.

o Double-click on the file ' T+A_USB_Audio.exe ' to call up the
Setup program.

e Confirm the installation by clicking on the 'Setup Software' button.

e The Setup program carries out the installation, running through a
small number of steps.

e  Confirm dialogue windows (1) to (@) by clicking on the 'Next'
button.

e Once the installation is complete, terminate the process by clicking
on the 'Close' button (5).

The next section describes the system settings required.
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T+A USB Audio Device Software Setup Tool v1.1....

Setup Software

Exit

i@ T+A USB Audio Device Software Package

Welcome to the T+A USB Audio Device Software
Package Setup Wizard

The inztaller will guide you through the steps required to install T+4 USE Audio Device Software
Fackage *P [Wer. 1.1.25.0a] on your computer.

WARMIMG: This corputer pragram is protected by copyright law and international reaties.
Unauthorized duplication or digtribution of this program, or any portion of i, may rezult in severe civil
or criminal penaltiez, and will be progecuted to the masinmunn extent possible under the law,

Cancel



http://www.ta-hifi.com/dac8-software

i% T+A USB Audio Device Software Package

Select Installation Folder

The installer will install T+4 LSE Audio Device Software Package b the fallowing folder.

Toinstall in this folder, click "Mext". To install to a different folder, enter it below or click "Browse'.

Folder:

C:\ProgrammesT+4 elektroakustikh T +4 USE Audio Device Software Browse...
Disk Cost...

Cancel < Back |

i T+A USB Audio Device Software Package

Installing T+A USB Audio Device Software
Package

T+t USE Audio Device Software Package iz being installed.

Please wait...

{i& T+A USB Audio Device Software Package |Z||E|E|

Confirm Installation

The installer iz ready to install T+&4 USE Audio Device Software Package on pour computer.

Click "Mext" to start the installation.

Cancel < Back |

i& T+A USB Audio Device Software Package

Installation Complete

T+4 USE Audio Device Software Package has been successhully ingtalled,

Click "Close' to exit.
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B Control Panel

WI n d OWS XP Settl n g S File Edit view Favorites Tools  Help
Q EBack Q @ /O Search H—:‘ Falders -

When installation is complete, you can connect the DAC 8 to your
computer using any available USB port.

Address | [ contral Panel

ﬂ" Control Panel A Pick a category

The DAC 8 should always be connected directly to the

. . % Appearance and Themes . Printers and Other
computer. Please do not use a USB distributor (hub). See also -« > orduae
‘ windows Update
@) ficlp ond Support W Comertions et v, User Accounts
. . o Other Contral Panel —
Switch the DAC 8 on, and if necessary change the USB mode to Optons
'USB2' (see page 33 of the operating instructions). ? Add or Remove Programs e pachs [AHCLSRguage, and
Windows should now detect the DAC 8 automatically. ."-,,J Seddcupeneunl w Accessibility Options

— (et i e Security Center
\‘ Maintenance

System settings:

(1) Open Control Panel, and select the 'Sounds, Speech, and
AudiO DeViceSI entry. B Sounds, Speech, and Audio Devices

File Edit ‘iew Favorites Tools  Help

(2 Now select the 'Sounds and Audio Devices' entry. Qe - Q- I Psearet [y rodes | -

Address G’ Sounds, Speech, and Audio Devices

.4 Sounds, Speech, and Audio Devices

o

N
See Also A

% Accessibility Sound Options

El Advanced Yolume Controls P i Cc k a tas k

Troubleshooters E| Adjust the system volume

@ Sound E| Change the sound scheme

2] ovo [3] change the speaker settings

or pick a Control Panel icon

Realtek HD Sound Effect

fa L y
FETET _}) Sounds and Audio Devices

)

;“'9 Speech
"
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(3) Choose 'T+A USB Audio Device' as the default device.

Sounds and Audio Devices Properties

| Yolume || Soundz | Audio | Yaice || Hardware|

Sound plavback,

@ Default device:
2/

| T+4 USE Audio Device

[ Yolume... ] [ Advanced...

Sound recaording

@ Default device:
| Realtek HD udio Input

vl
MIDI ruzic plagback.
Default device:
Beitid | Microzoft GS wWavetable S Synth w |
[ Yalume. . ] [ About... ]
|Jze only default devices
0k ] [ Cancel ] Apply
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MAC OS Installation (10.6.4 or higher)

The device drivers must be installed before you connect the DAC 8 to a
computer using USB 2 mode (High-Speed mode: up to 192 kHz / 24
Bit).

This is the procedure:

¢ Download the software package from the T+A website:

http://www.ta-hifi.com/dac8-software

e Unpack the ZIP-file.
e  Open the folder 'MAC'.

e Double-click on the file "'TplusAUSBASY-273.4.1.pkg" to call up
the Setup program.

e (1) Confirm the installation by clicking on the 'Continue' button.

e Confirm dialogue window @ by clicking on the 'Install’ button.

The Setup program carries out the installation automatically.
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800 4 Install T plus A USB Audio KEXT Install Package 273.4.1

8 Introduction

® Destination Sele
@ Installatiopdiyp

[ \nstallatigﬁ 5

® Summafy o

i
' v.ulm.ﬁnu- g
i )
o 1

4

8 .00 @ Install T plus A USB Audio KEXT Install Package 273.4.1

Welcome to the T plus A USB Audio KEXT Install Package 273.

.lmw

s

You will be guided through the steps necessary to
install this software.

Go Back | Continue |

© Introduction
© Destination Sel
O Installation T

® Installation 4
® Summafy 7

Standard Install on “Macintosh HD”

This will take 807 KB of space on your computer.

Click Install to perform a standard installation of
this software for all users of this computer. All
users of this computer will be able to use this
software.

| GoBack | | Install |



http://www.ta-hifi.com/dac8-software

o (3 The computer must now be restarted to complete the

installation; confirm this with 'Restart’. Once the computer has 800 @ Install T plus A USB Audio KEXT Install Package 273.4.1
restarted, the installation of the driver software is finished. The installation was completed successfully:

© Introduction
© Destination Sel
The next section describes the system settings required. © Installation T
(C] Inslallat.i?n N
5] Summaﬁ

The installation was successful.

| A— L
el

Pun\"“\; y f 5

The software was installed.

Click Restart to finish installing the software.




MAC OS settings

When installation is complete, you can connect the DAC 8 to
your computer using any available USB port.

The DAC 8 should always be connected directly to the
computer. Please do not use a USB distributor (hub).

Switch the DAC 8 on, and if necessary change the USB
mode to 'USB2' (see page 33 of the operating instructions).

Windows should now detect the DAC 8 automatically.

System settings:
Open the utilities

(1) Select the 'Audio MIDI Setup' entry.
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[=.] Desktop

5} fue

Activity Monitor.app
# Applications

Iﬂj Documents @ M

SHARED Audio MIDI Setup.app

[ DiskStation

= JF Mac mini
L1 macs MacB...
DEVICES Carbon Copy Cloner.app

| Windows 7

| NONAME 4 g
&

DigitalColor Meter.app

Grapher.app

®

800 (3 utilities
/> = mm | = @ |[%~] (Q
FAVORITES T
= Al My Fil = ¢
y Files -] 2 Y/

AirPort Utility.app AppleScript Editor.app

e

P 4
Bluetooth File
Exchange.app

¥

ColorSync Utility.app

g "

Disk Utility.app Grab.app

Boot Camp Assistant.app

Console.app

- R

Java Preferences.app Keychain Access.app

v ‘%

,.«\‘

LCC Connection LCC Uninstaller.aip Loiitech Control Center




(1) Now mark 'USB HS Audio — A2'.

(@ Check 'Use this device for sound output".

@ Format

At this point you can set the maximum sampling rate.

This should be 96000 Hz / 24 Bit for USB 1 mode,
and 192000 Hz / 24 Bit for USB 2 mode.

B OO

Built-in Input )
2in/ 0 out USB HS Audio-A2

Oin/ 2 out EI

B Built-in Output Clock source: Default @

USB H5 Audio-A2

Oin/ 2 out

Source: Default

(3) Format: [192000,0 H| v | | 2ch-24bit Integer 3
Ch | Volume |Value | dB | Mute
Master O

1: Front Left ()
2: Front Right ()

Configure Speakers...

Configure device...
Configure speakers...

‘! Use this device for sound input

Use this device for sound output

| Play alerts and sound effects through this device
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