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Aﬁ Achtung!
Mit diesem Symbol gekennzeichnete Textstellen enthalten wichtige Hinweise, die fiir einen problemlosen und sicheren Betrieb des Gerétes unbedingt
beachtet werden mussen.

@ Dieses Symbol markiert Textpassagen, die Ihnen zusatzliche Hinweise und Hintergrundinformation geben und das Verstandnis erleichtern sollen.



Alle Betriebssysteme

Bitte beachten Sie, dass je nachdem wie lhr System konfiguriert ist,
die Abbildungen in dieser Installationsanleitung unter Umstanden von
der Darstellung auf Ihrem Computer abweichen kénnen.

Systemanforderungen
(fir die Wiedergabe von hochaufgelésten Audiofiles bis zur
maximalen Samplingfrequenz)

®

min. Intel Core i3 oder vergleichbarer AMD Prozessor.
4 GB RAM
USB 2.0 Schnittstelle

Microsoft Windows XP, Microsoft Windows Vista, Microsoft
Windows 7 / 8 /10

oder MAC OS X 10.6.+

Abhangig von der Hard- und Softwarekonfiguration Ihres
Computers kann eine einwandfreie Funktion mit dem
PDP 3000 HV nicht allgemein gewahrleistet werden.




Native Musikwiedergabe
(gilt nur bei Windows Systemen)

Computer Betriebssysteme unterstiitzen standardméaRig keine 'native’
Musikwiedergabe. Das bedeutet, dass der PC unabhangig von der
Samplerate der wiedergegebenen Datei immer in eine feste
Samplerate umrechnet. Dieses Umrechnen ist erforderlich um die
Audiowiedergabe mit anderen Audioquellen, z.B. Systemklangen des
Betriebssystems zu mischen (Stichwort 'Kernel Mixer').

Eine HD Audioaufnahme mit z.B. 96 kHz wird vom Kernel immer auf
48 kHz herunter gerechnet und anschlieRend auf die in den PC
Systemeinstellungen eingestellte Ausgangsdatenrate z.B. 44,1 kHz
skaliert.

Bei diesen Resamplingprozessen geht ein Teil der Audioqualitat
verloren. Wenn Sie dies vermeiden mochten, muss das Umrechnen
des Kernelmixers umgangen werden.

Da das PC-interne Handling der Audiodaten vom PDP 3000 HV nicht
beeinflusst werden kann, missen auf dem PC geeignete Musikplayer
mit entsprechenden Treibern und evtl. Plugins installiert werden, die
die Standard Audioverarbeitung des PC-Betriebssystems umgehen.
Gute Moglichkeiten hierflr bieten z.B. J. River Media Center oder
Foobar 2000.

Zu den Hintergrinden der Audio-Datenverarbeitung im PC stehen im
Internet viele Informationsquellen und Foren zur Verfligung.

Grundsatzlich gilt: Der PDP 3000 HV kann die Audiodaten letztendlich
nur mit der Qualitdt umsetzen, wie sie vom PC und dessen
Betriebssystem ausgegeben werden.

@ Bitte beachten Sie, dass wir aufgrund von eventuellen

Updates der Software keine generelle Funktionsgarantie

gegeben werden. Sollte es bei der Wiedergabe zu Stérungen
kommen, kontaktieren Sie bitte den Hersteller der Software.

Kernel Streaming

Als Kernelstreaming bezeichnet man das von Windows
Betriebssystemen verwendete Verfahren zur Audiolbertragung
zwischen Medienplayern und Treiber. Je nach Betriebssystem gibt es
unterschiedliche, teilweise mehrere Verfahren des Kernelstreamings.

e FiUr Windows XP empfiehlt sich das Verfahren 'Kernel
Streaming'.

@ Die Einstellung des Kernelstreaming wird im Medienplayer
vorgenommen, sofern dieser verschiedene Methoden
unterstutzt.

Um Systemfehler zu vermeiden, sollte wahrend der
Wiedergabe niemals die USB-Verbindung getrennt, oder

der PDP 3000 HV ausgeschaltet werden. AuRerdem

sollten keine Systemeinstellungen geéndert werden.




®

Windows Installation
Ready to Install
Bevor der PDP 3000 HV an einen Com puter angeschk)ssen wird, Setup is now ready to begin instaling PDP3000HY T+A elekiroakustk GmbH & Co

Kiz on your computer,

mussen als erstes die Geratetreiber installiert werden!

Click Install to continue with the installation,

Gehen Sie dazu wie folgt vor:

e Laden Sie das Softwarepaket von der T+A Homepage

unter http://www.ta-hifi.com/pdp3000hv-software

¢ Entpacken Sie das ZIP-Archiv.

e Rufen Sie das Setup durch doppeltes Anklicken der Datei mstall | Cancel
'"TUA_drivers_win_32_64_Vxxxx.exe' auf. i

e Bestatigen Sie die Installation durch Anklicken der Schaltflache
'Setup Software'.
Willkommen

Mit diesem Assistenten kénnen Sie Softwaretreiber
installieren, die zum ordnungsgemalben Ausfiihren einiger
Computergerate efordedich sind.

e Das Setupprogramm fihrt in wenigen Schritten durch die
Installation.

« Bestatigen Sie die Dialogfenster (1) bis (7) durch Anklicken der
mit dem Mauszeiger markierten Schaltflachen.

¢ Nachdem die Installation vollstandig abgeschlossen ist, beenden
Sie diese durch Anklicken der Schaltflache 'Finish' (8).

Klicken Sie auf "Weiter”, um den Vorgang fortzusetzen.

< Zuriick I Weiter >[}I Abbrechen

Im nachsten Kapitel werden die erforderlichen Systemeinstellungen

beschrieben.


http://www.ta-hifi.com/mp3000hv-software

® @

Geritetreiberinstallations-Assistent i PDP3000HV_ASTI032
Fertigstellen des Assistenten Welcome to the PDP3000HY_ASIO32 Setup
Wizard

Die Treiber wurden auf dem Computer instaliert. The inctaller will guide vau throuah the steps required to install PDP3000HY_ASI032 an your

Sie kénnen jetzt das Gerat an den Computer anschlielben. Falls Sie compule.
(ber eine entsprechende Gebrauchsanweisung verflgen, salten
Sie diese zuerst lesen.
Treibemame | Status WARMIMG: Thiz computer program is protected by copyright law and international treaties.
W T+A elektrozkustik Gmb... Betriebsbersit Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil

or crimingl penalties, and will be prosecuted to the maximum extent possible under the law.

< Zuriick IFertigstellﬂ Abbrechen Eeveel cBack | Nest> . |

i PDP3000HV_ASI032 i PDP3000HV_ASIO32

Select Installation Folder Confirm Installation

The installer will ingtall PDP3000HY_ASIO32 to the following folder. The installer iz ready to install PDP3000HY_ASI032 on your computer.
Tainstall in thiz folder, click "Mewt". Ta install ta a different folder, enter it belaw or click "Browse'. Click "Mest" bo ztart the inztallation,
Eolder:

C:\Program FileghT +4 elektroakustik GmbH & Co KGA\PDPI000HY_A Browse. . |
Dizk Cost... |

Install PDP3000HV_ASIO32 for yourself, or for armyone who uses this computer:

" Evemone
& Just me

Caticel < Back | Mest » & I Cancel < Back | Mext > :‘ I




i'é‘- PDP3000HV_ASIO32 Setup - PDP3000HV T+A elektroakustik GmbH & € — I Ellil

Completing the PDP3000HV T+A
elektroakustik GmbH & Co KG
Setup Wizard

Installation Complete

Setup has finished instaling PDP3000HY T-+A elektroakustik
GmbH & Co KiG on your computer,

FODP3000HY_ASI032 haz been succeszsfully installed.

Click "'Cloge"" to exit.
Click Finish to exit Setup,

Cancel < Back | Close i I




Windows Einstellungen

Nachdem die Installation vollstandig abgeschlossen ist, kdnnen Sie den
PDP 3000 HV mit einem beliebigen USB Anschluss an lhrem Computer
verbinden.

Der PDP 3000 HV sollte nur direkt an den Computer
angeschlossen werden. Bitte benutzen Sie keine USB Verteiler (Hubs).

Der PDP 3000 HV sollte nun von Windows automatisch erkannt
werden.

Systemeinstellungen:

e Zum Offnen der Systemsteuerung unter Windows 7 klicken Sie auf
'Start' und anschlieRend auf 'Systemsteuerung'.

e Zum Offnen der Systemsteuerung unter Windows 8 + 10 driicken
Sie die Windows-Taste zusammen mit der x-Taste auf der Tastatur.
Es erscheint ein Einstellfenster. Klicken Sie hier auf
'Systemsteuerung’.

@ Nachdem Sie die Systemsteuerung gedéffnet haben, wéhlen Sie den

Eintrag 'Hardware und Sound".

(2) wahlen Sie anschlieRend den Eintrag 'Sound" aus.

@

EF) systemsteuerung

T

=1o1x]

‘\,)'\7) @ ~ Systemsteverung -

- @ I Systemsteuerung durchsuchen

a

Datei  Bearbeiten Ansicht Extras 7

Einstellungen des Computers anpassen

System und Sicherheit
‘?,' Status des Computers tberpriifen
A \9 Sicherung des Computers erstellen

Probleme erkennen und beheben
. Netzwerk und Internet
a2

Netzwerkstatus und -aufgaben
anzeigen

Heimnetzgruppen- und
Freigabeoptionen auswahlen

7 Hardware uqd Sound
Gerate und T anzeigen

Gerét hinzufiigen

g

[ Y, Programme
Programm deinstallieren
e “ Programme beziehen

Anzeige: Kategorie ¥

Benutzerkonten
'?:,'Konbotyp andern
Darstellung und Anpassung
Design &ndern

y Desktophintergrund &ndern
Bildschirmaufidsung anpassen

P Zeit, Sprache und Region
Tastaturen und Eingabemethoden
L andern
)

Anzeigesprache &ndern

Erleichterte Bedienung

I. Einstellungen empfehlen lassen
\_/ Visuelle Darstellung des Bildschirms

optimieren

!.J-;System steverung\Hardware und Sound

=10l x|

‘@(_)v Pﬁ = Systemste... = Hardware und Sound -

- m I Systemsteuerung durchsuchen

a

Datei Bearbeiten Ansicht Extras ?

Startseite der Systemsteuerung

System und Sicherheit
Metzwerk und Internet

.

Hardware und Sound
Programme
Benutzerkonten
Darstellung und Anpassung
Zeit, Sprache und Region
Erleichterte Bedienung

; Gerdte und Drucker

’je_r,j Gerat hinzufiigen = Drucker hinzufligen | Maus 'E’:.'Gerébe Manager

Automatische Wiedergabe
@ Standardeinstellungen fir Medien und Geréte &ndern

CDs und andere Medien automatisch wiedergeben

Ty Sound
‘\ :@ ﬁlaumt{arke anpassen | Systemsounds dndern
= Audiogerate verwalten

Energieoptionen

WQ Energiespareinstellungen dndern | Netzschalterverhalten dndern
Kennwort bei Reaktivierung des Computers anfordern
Energiesparmodus &ndern | Energiesparplan auswahlen

Anzeige
! Text und weitere Elemente vergribern oder verkleinern
" Bildschirmaufiésung anpassen
An einen externen Bildschirm anschliefien
Manitorflackern beheben (aktualisierungsrate)

m Realtek HD Audio-Manager
=




@ Markieren Sie 'T+A elektroakustik ..." (Digitaler Ausgang) und

Wiedergabe |Auﬁ'1ahme I Sounds I Kommunikation I

klicken Sie anschlieRend auf 'Als Standard'. _ - -
Die folgenden Audiowiedergabegerdte sind installiert:

Lautsprecher
Realtek High Definition Audio

Realtek Digital Qutput
Realtek High Definition Audio
ereit

(@) Klicken Sie auf 'Eigenschaften’.

Realtek Digital Qutput(Optical)
Realtek High Definition Audio
ereit

e wahlen Sie die Karteikarte 'Erweitert' durch Anklicken aus.
e Stellen Sie die maximale Samplingfrequenz ein.

1444

Konfigurieren | Als Standar%j Eigenschaften |
OK I Abbrechen | Ubernehmenl

aler Ausgang x|

= FEigenschaften vo

.Allgemeinl Unterstiitzte Formate I Pegel Erweitert |

[~ Standardformat

Wahlen Sie die Abtastrate und die Bittiefe aus, die im
gemeinsamen Modus verwendet werden soll,

2 Kanal, 24 Bit, 96000 Hz (Studioqualitaty  v| P> Testen

|__[2 Kanal, 16 Bit, 44100 Hz [CD-Qualitat)
2 Kanal, 16 Bit, 43000 Hz (DVD-Qualitat)

2 Kanal, 16 Bit, 88200 Hz (Studioqualitit)
2 Kanal, 16 Bit, 96000 Hz [Studiogualitat)
2 Kanal, 16 Bit, 176400 Hz (Studioqualitit)
2 Kanal, 16 Bit, 192000 Hz (Studioqualitit)
2 Kanal, 24 Bit, 44100 Hz (Studioqualitat)
|_|2 Kanal, 24 Bit, 48000 Hz (Studioqualitd
2 Kanal, _24 Bit 9 Hz (studi

r das Gerat

ioritat

Standards wiederherstellen |

OK I Abbrechen lbermnefimen

10



MAC OS Einste”ungen ® 00 (3] Dienstprogramme

(<1>] B=om)(=] (o](%] @ |
Bei Mac OS Betriebssystemen ist keine e — - D T ] ]
Installation von Treibern erforderlich. B i alhes l = ‘ /
Der PDP 3000 HV kann mit einem beliebigen B Schreibtisch — =
USB Anschluss des Computers verbunden Aktivitatsanzeige.app . AirPort- AppleScript-Editor.app
12} fue Dienstprogramm.app
werden.
#% Programme }
[ﬂfl Dokumente M > 2
Der PDP 3000 HV sollte nur direkt an den v .
) FREIGABEN Bluetooth- Boot Camp-Assistent.app
Computer angeschlossen werden. Bitte [ DiskStation Datenaustausch.app
benutzen Sie keine USB Verteiler (Hubs). & JF Mac minl Y
=] macs MacB... i - =
. . L Alle ... Carbon Copy Cloner.app ColorSync- Konsole.app
° Schalten Sie den PDP 3000 HV ein. et Dienstprogramm.app
z R
. | Windows 7 al / dadl
e Der PDP 3000 HV sollte nun automatisch - 2 g %/ P}
kannt werden = NONAME =
er . DigitalColor Meter.app Festplatten- Bildschirmfoto.app
Dienstprogramm.app
INXD /“J
Systemeinstell : » = M
ys emeinste ungen. Grapher.app Java-Einstellungen.app Schlusselbundverwaltung.
app
¢ Offnen Sie das Dienstprogramm - &
'Audio Midi Setup' ‘ ) w&

LCC Connection LCC Uninstaller.app Loiitech Control Center



e Markieren Sie als Audiogerat

12

'PDP3000HV HD-Audio'.

Wabhlen Sie unter Einstellungen {2
'Dieses Gerat fur die Tonausgabe
verwenden'

Format

Unter diesem Menupunkt kann die
maximale Samplingfrequenz eingestellt
werden, stellen Sie hier 384000 Hz ein.

) 0.6
% Eingang (integriert)
2

In/ O Qut

Ausgang (integriert)
0In/ 2 Qut

PDP3000HV HD-Audio
0'in/ 2 Out

PDP3000HV HD-Audio
Quelle fiir Clock: PDP3000HV HD-Audio

Quelle: Standard

Format: | 384000,0 H ﬂ 2 Kanal - 32-Bit Integer

Kanal | Lautstirke

M
1:
2:

[ Lautsprecher konfigurieren ... J
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Caution!

Text passages marked with this symbol contain important information which must be observed if the machine is to operate safely and without problems.

@ This symbol marks text passages which provide supplementary notes and background information; they are intended to help the user understand how to get the best out
of the machine.
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All operating systems

Please note that the illustrations in these installation instructions may
vary from the displays on your own computer, depending on your
system’s configuration.

System requirements
(for playing high-resolution audio files at maximum sampling
frequency)

e Intel Core i3 or higher or a comparable AMD Processor.
e 4GB RAM
e USB 2.0 Interface

e Microsoft Windows XP, Microsoft Windows Vista,
Microsoft Windows 7 / 8 /10

e or MAC OS X 10.6.+

@ We are unable to provide a general guarantee that the

PDP 3000 HV will function perfectly with your computer,

as this depends on the particular configuration of your
machine’s hardware and software.

14




Native music playback
(applicable to Windows systems only)

Computer operating systems do not support ‘native’ music playback
as standard. This means that the PC always re-calculates the data to
produce a fixed sampling rate, regardless of the sampling rate of the
file being played. This conversion process is necessary in order to
blend audio playback with other audio sources, e.g. the operating
system’s system sounds (referred to as the ‘kernel mixer’).

An HD audio recording at, say, 96 kHz is always converted down to
48 kHz, and subsequently scaled to the output data rate set in the PC
system settings, e.g. 44.1 kHz.

These resampling processes cause a partial loss of audio quality. If
this is to be avoided, it is necessary to circumvent the kernel mixer’s
conversion process.

Since it is not possible for the PDP 3000 HV to influence the PC’s
internal handling of audio data, suitable music players with
appropriate drivers and, in some cases plugins, must be installed on
the PC; this software then circumvents the standard audio processing
of the PC’s operating system.

Programs such as J. River Media Center and Foobar 2000 offer good
facilities in this area.

The Internet contains many forums and sources of information on the
background to audio data processing using the PC.

This is the basic rule: in the final analysis the PDP 3000 HV is only
able to convert the audio data which is delivered by the PC and its
operating system.

@ Please note that possible software updates mean that we are
unable to provide a general guarantee that files will play
properly. If you encounter problems during playback, please
contact the software manufacturer.

Kernel streaming

The term kernel streaming refers to the process used by the Windows
operating system for transferring audio between media players and
drivers. Kernel streaming involves different and in some cases
multiple processes, depending on the operating system.

e For Windows XP we recommend the 'Kernel Streaming'
process.

@ If your version of Windows supports different methods of
kernel streaming, the setting is entered in Media Player.

To prevent fail functions and system crashes of your
computer and the playback program, please note the

following:

Never connect or disconnect the USB connection while
the system is running.

The PDP 3000 HV should never be switched off while
playback.

15



Windows Installation

The device drivers must be installed before you connect the
PDP 3000 HV to a computer.

This is the procedure:

e Download the software package from the T+A website:

http://www.ta-hifi.com/pdp3000hv-software

e Unpack the ZIP-file.

e Double-click on the file "TUA_drivers_win_32 64 Vxxxx.exe'to
call up the Setup program.

e Confirm the installation by clicking on the 'Setup Software' button.

e The Setup program carries out the installation, running through a
small number of steps.

e  Confirm dialogue windows (1) to (@) by clicking on the buttons
marked by the mouse cursor.

e Once the installation is complete, terminate the process by clicking
on the 'Close’ button (5).

The next section describes the system settings required.

16

®

{is! Setup - PDP3000HV T+A elektroakustik GmbH &

Ready to Install

Setup is now ready to begin installing PDP3000HY T+A elektroakustik GmbH & Co
KiG on your computer.

Click Install to continue with the installation.

Cancel

Install [_: I

®

Device Driver Installation Wizard

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that sol
computers devices need in order to work.

To continue, click Next.

me

< Black Nead >

Cancel



http://www.ta-hifi.com/mp3000hv-software

®

Device Driver Installation Wizard

Completing the Device Driver
Installation Wizard

The drivers were successfully installed on this computer.

You can now connect your device to this computer. F your device
came with instructions, please read them first.

Driver Name | Status

W T+A elektroakustik Gmb..  Readyto use

< Bachk I Finish[: I Cancel

i PDP3000HY_ASIO32

Select Installation Folder

The inztaller will install PDP3I000HY_ASIO32 to the following folder.

Tainstallin this folder, click "Next". Toinstall to a different falder, enter it below or click "Browse".

Folder:

C:\Program FileshT +2 elektroakustik GmbH & Co KEWPDP3000HY_A Browse... |
Diizk. Ciost... |

Install POP3000OHY_ASIO32 for yoursef, or for aryone who uses this computer:

" Evemone

& Just me

Cancel < Back | Wext > & I

@

{i PDP3000HV_ASIO32

Welcome to the PDP3000HY_ASI032 Setup
Wizard

The installer will guide you through the steps required ta install PDP3000HY_ASIO32 ot waour

computer,

“wARMIMG: This computer program is protected by copuright law and international treaties.
Unautharized duplication or distibution of this program, or ahy portion of it, may result in severe civil
or criminal penalties, and will be progecuted ta the maximum extent poszible under the law,

Cancel < Back

| Next>[: I

i& PDP3000HV_ASIO32

Confirm Installation

The installer iz ready to install PDP3000HY_ASI1032 on your computer.

Click. "Me=t" ta start the installation.

Cancel < Back

| Mext » :‘ I

17
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{5 PDP3000HV_ASI032

Installation Complete

POP3000HY_ASI032 has been successfully installed.

Click "Close" to exit.

Cancel

< Back | Cloze & I

{i5! Setup - PDP3000HV T+A elektroakustik GmbH & o o]

Completing the PDP3000HV T+A
elektroakustik GmbH & Co KG
Setup Wizard

Setup has finished instaling POP3000HY T+A elektroakustik
GmbH & Co KG on your computer,

Click Finish to exit Setup.




Windows settings

When installation is complete, you can connect the PDP 3000 HV to
your computer using any available USB port.

The PDP 3000 HV should always be connected directly to the
computer. Please do not use a USB distributor (hub).

Windows should now detect the PDP 3000 HV automatically.

System settings:

e Windows 7 users first click on the 'Start' button and then on

'Control Panel'.

¢ Windows 8 + 10 users can use the keyboard shortcut 'WIN button
+ X button' to open a pop up window in which the '‘Control panel'

can be started.

@ After the Control Panel is opened, select the

'Hardware und Sound' entry.

(2 Now select the 'Sound" entry.

@

B Control Panel

~=1olx|

‘QQ E ~ Control Panel »

- ml I Search Control Panel

File Edit View Tools Help

Adjust your computer's settings

System and Security
I.P.I Review your computer's status
:‘\9 Back up your computer
< Find and fix problems

Network and Internet
& view network status and tasks
= | Choose homegroup and sharing
- options
.7 Hardware and Sopnd
View devices and p&l Ers

Add a device

.

A

Programs
Uninstall a program
Get programs

I

o P
v

View by: Category =

User Accounts
'&'Change account type

Appearance and
Personalization
w Change the theme
Change desktop background
Adjust screen resolution
Clock, Language, and Region
Change keyboards or other input
9 methads
4 Change display language

. Ease of Access
| LetWindows suggest settings
Optimize visual display

@

!i'-a Control Panel\Hardware and Sound

=lolx|

‘@Ov PE] ~ Control Panel ~ Hardware and Sound ~

w m I Search Control Panel

File Edit View Took Help

Contrel Panel Home , Devices and Printers

System and Security

‘5II';‘.‘:| Add adevice = Add aprinter | Mouse 'Q‘Device Manager

AutoPlay
Network and Internet @ Change default settings for media or devices

* Hardware and Sound
Programs iy, Soun

User Accounts

Play CDs or other media automatically

l-\ )‘, Adjust_fstem volume | Change system sounds
L
. Manage audio devices

Appearance and Personalization . Power Options

Clock, Language, and Region @ Change power-saving settings | Change what the power buttons do
Require a password when the computer wakes

Ease of Access

Change when the computer sleeps | Choose a power plan

Display
! Make text and other items larger or smaller | Adjust screen resolution
" Connect to an external display
How to correct monitor flicker (refresh rate)

m Realtek HD Audio Manager
=)

19



(3) Mark 'T+A elektroakustik ..." (Digital output) and click on
Set default' (@).

() Click on 'Properties".

@ Select the 'Advanced' tab by clicking on it.

@ At this point you can set the maximum sampling rate. This should
be 192000 Hz / 24 Bit.

20

x|
Playback IRecording | Sounds | Communications I
Select a playback device below to modify its settings:
Loudspeaker
R k High Definition Audio
Realtek Digital Qutput
o ealtek High Definition Audio
Realtek Digital Output{Optical)
o Ri k High Definition Audio
HDigital output
- +A elektroakustik GmbH & Co KG USE Driver 1.0....
D efault Device k
Configure | Set Default |v| Properties |
oK I Cancel | Apply |
= Digital output Properties 5[

.Generall Supparted Formatsl Llevels Advanced |

 Default Format

Select the sample rate and bit depth to be used when running
in shared mode.

2 channel, 24 bit, 96000 Hz (Studio Quality) |  P= Test
|_[2 channel, 18 bit, 44100 Hz [CD Quality)

2 channel, 16 bit, 45000 Hz (DVD Quality)

—H2 channel, 16 bit, 83200 Hz (Studio Quality)
2 channel, 16 bit, 96000 Hz [Studio Quality}
2 channel, 16 bit, 176400 Hz (Studio Quality) this device
2 channel, 16 bit, 192000 Hz (Studio Quality)

2 channel, 24 bit, 44100 Hz [Studio Quality}

L_{2 channel, 24 bit, 43000 Hz (Studio Quality}
2 channel, 24 bit, 26000 Hz (Studio Quali
2 channel, 2

Restore Defaults |

OK I Cancel Apply




MAC OS settings

When installation is complete, you can connect the
PDP 3000 HV to your computer using any available USB
port.

The PDP 3000 HV should always be connected

directly to the computer. Please do not use a USB
distributor (hub).

Windows should now detect the PDP 3000 HV
automatically.
System settings:

Open the utilities

(1) Select the 'Audio MIDI Setup' entry.

#% Applications

Iﬂﬁ Documents
SHARED

[ DiskStation

= JF Mac mini

1 macs MacB...
DEVICES

|| Windows 7

| NONAME 2

o ™

Audio MIDI Setup.app

C4

Carbon Copy Cloner.app

#

DigitalColor Meter.app

Grapher.app
-

8

e 00 (33 utilities
(<] Bl=uo=)=] [(o|[®] (@ )
FAVORITES
= Al My Files . = < /
— = .
Deskt
l&_fj] e OF: Activity Monitor.app AirPort Utility.app AppleScript Editor.app
fue

¢

Bluetooth File
Exchange.app

o

ColorSync Utility.app

Disk Utility.app

Y) |

Java Preferences.app

o

Console.app

Grab.app

i

Keychain Access.app

R

LCC Connection LCC Uninstaller.aip Loiitech Control Center
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® Now mark 'PDP3000HV HD-Audio".

® Check under settings £X 'Use this device
for sound output'.

® Format
At this point you can set the maximum

sampling rate. This should be 384000.0
Hz / 32 Bit.

22

uilt-in Input
inf 0 out

Built-in Qutput
Dinf 2 out

PDP3000HV HD-Audio

0in/ 2 out

L]
"3

PDP3000HV HD-Audio
Clock source: PDP3000HY HD-Audio

Source: Default

Format: |352800.0 HZ v | 2ch-32bit Integer

Ch | Volume

Master ()
1:
2:

[ Configure Speakers... J
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